RED-DOT SCOPE INSTRUCTIONS

WARNING:

Before mounting the red-dot scope, be sure that the firearm is not loaded. Make sure
to practice safe firearm handling procedures at all times.

MOUNTING
Units with Ring Mounts included:

Find a suitable location on the rail where the rings can be mounted. Install the red-
dot scope so that the elevation turret is on top. Align the scope so the cross-slot in
the rings is centered on the body of the sight. Tighten the screws evenly, being
careful not to over-tighten.

Adjust the scope in the rings so that the elevation adjustment is up. If not marked,
the UP direction will be to the right, and the elevation knob will become the “UP”
indicator.

Units with Integrated Rail:

Align and seat the crossbolt of the mounting rail into the cross-groove of the base.
Tighten the crossbolt lock-nut firmly.



NOTE:
For added security, apply a drop of thread-locking compound to all screws.

INSTALLING BATTERIES

Install a 3V coin-style lithium battery. To install the battery:
- Open the battery compartment

- Insert the battery correctly (observe polarity)

- Replace the battery cover

If the reticle does not illuminate at all, replace the battery.

ZEROING

Activate the illuminated reticle by turning the rheostat knob clockwise to your
desired brightness (1 = dim, 11 = bright). Look through the scope and use windage
and elevation adjustments to align the red dot with the target.

RED-DOT SCOPE LEGEND

A. Windage Adjustment Cap
B. Elevation Adjustment Cap
C. Rheostat for [llumination

D. Recess for 11-mm Precision Mounting
E. Light Intensity Dial
F. Locking Nut

IMPORTANT NOTES

- Each click of adjustment changes the point of impact.

- Do not attempt to view the sun with the scope - can cause permanent eye
damage.

- Do not disassemble the unit.



